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FRONIUS SYMO GEN24 PLi
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The flexible storage inverter for optimized
energy management ¥
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PRELIMINARY DATA

Integrated Data  Dynamic Peak Multi Flow SuperFlex
Communication ~ Manager Technology Design

Back-up power PV Paint

In power categories from 6.0 to 10.0 kW, the Fronius Symo GEN24 Plus is completing Fronius’ inverter portfolio. The 3 phase
device is the ideal hybrid inverter for private households.

PRELIMINARY TECHNICAL DATA FRONIUS SYMO GEN24 PLUS (6.0, 8.0, 10.0)

INPUT DATA
Number of MPP trackers

May. array short circuit current (MPPT1/MPPT2)

Usable MPP voltage range

sov-soov -
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Max. PV generator output (Pdc max) 9 kWpeak 12 kW peak 15 kWit
SYMO GEN24 SYMO GEN24 TR
OUTPUT DATA 6.0 PLUS BOPLUS %o ﬁ :
AC nominal output (Pac,1) 6000 W &

10000 W

b G o000 vARER
Max, output cerrent (1 max) 16,4 A

e r L

Frequency (frequency range) 50 Hz /60 Hz {45 Hz - 66 Hz

Power factor (cos 0,8-1 ind. { cap, > .-.Lf _:_
\ SYMO GEN24 SYMO GEN24 - U '?'-'.]"gKﬁ”f_'?- 1
OUTPUT DATA PV POINT S MiGE i ﬁ%@ﬁh B

Max. output power 3333 VA

T

Grid connection (voltage range)

1 - NPE 220 V[ 230 ¥

< 30 seconds

¢ SYMO GEN24 SYMO GEN24
BATTERY CONNECTION 6.0 PLUS 2.0 PLUS
Number of DC connections

DC input voltage range (Use min - Ude max) 200 V- 700 V

Ve R T o

Max, AC charging power 6000 W 8000 W 10000 W



PRELIMINARY TECHNICAL DATA FRONIUS SYMO GEN24 PLUS (6.0, 8.0,10.0)

GENERAL DATA SYMO GEN24 SYMO GEN24 SYMO GEN24
6.0 PLUS 8.0 PLUS 10.0 PLUS
. -y, - X, .'-h e

Dimensions (height x width x depth)

Degree of protection
Nighttime power loss
Inverter design
Installation
Permitted humidity

- DC PV connection technology

AC connection technalogy 3 pole AC pusl: ln serew lernnna]s 1 5 iO mm‘
5x PE screw terminals 2,5 - 16 mm?

PV Point, back-up power "

EFFICIENCY SYMO GEN24 SYMO GEN24
T e 6.0 PLUS 8.0 PLUS

SYMO GEN24
10.0 PLUS

98,1 %

> 99,9 %

SYMO GEN24 SYMO GEN24 SYMO GEN24
6.0 PLUS 8.0 PLUS 10.0 PLUS A

SYMO GEN24 SYMO GEN24 SYMO GEN24
6.0 PLUS 8.0 PLUS 10.0 PLUS

Fronius Solarweb, Modbus TCP SunSpec, Fronius Solar AP (JSON)

1 A supply

Included

! Depending on the connected battery % According to 1EC 62109-1 Y Compatible soon
For further information on the availability of this inverter in your country please see www.fronius.com.
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THREE BUSINESS UNITS, ONE GOAL: TO SET THE STANDARD THROUGH TECHNOLOGICAL ADVANCEMENT.

as_ a one-man operation now sets techrmloglcai standards in the fields of welding technulogy. pholo'.mltalcs and battery chargmg Today, the
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Fronius India Private Limited Fronius Australia Pty Ltd. Fronius UK Limited Fronius International GmbH
GAT no 312, Nanekarwadi 90-92 Lambeck Drive Maidstone Road, Kingston Froniusplatz 1
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India pv-sales-australia@ fronius.com pv-sales-uk@fronius.com pyv-sales(@ironius.com
pv-sales-indiaffronius.com www.fronius.com.au wiww.fronius.co.uk wiww, fronius.com

www.[ronius.in




